
R
IG

G
IN

G

RIGGING

TEL 508-732-9191 • FAX 508-732-9798 • ORDERS ONLY 800-394-2222
www.suncorstainless.com

RIGGING

R
IG

G
IN

G

77

LAP LINK

CAST CONNECTING LINK

FORGED CONNECTING LINK

ITEM A B C D WLL WT
(size) (lb) (lb)

S0465-0005 3/16" 0.95" 0.58" 0.39" 300 0.04
S0465-0007 1/4" 1.25" 0.63" 0.50" 400 0.10
S0465-0008 5/16" 1.50" 0.70" 0.60" 700 0.15

NOTE:
SPECIAL BULK ORDERS ON OTHER SIZES ARE AVAILABLE.

ITEM A B C D WLL WT
(size) (lb) (lb)

S0460-0005 3/16" 0.35" 0.70" 1.09" 400 0.03
S0460-0006 1/4" 0.43" 0.84" 1.30" 600 0.04
S0460-0008 5/16" 0.48" 0.95" 1.60" 1,000 0.09

S0460-0010 3/8" 0.60" 1.15" 1.87" 1,500 0.14
S0460-0013 1/2" 0.75" 1.45" 2.43" 2,000 0.28
S0460-0016 5/8" 0.95" 1.90" 3.15" 4,000 0.57

NOTE:
DO NOT USE WITHOUT RIVETING PINS SECURELY.

ITEM A B C D WLL WT
(size) (lb) (lb)

S0660-0007 1/4" 0.42" 0.87" 1.50" 1,400 0.07
S0660-0008 5/16" 0.50" 1.00" 1.75" 2,000 0.12
S0660-0010 3/8" 0.57" 1.12" 2.12" 2,800 0.18

NOTE:
SIZE IS PERMANENTLY FORGED INTO EACH PART DURING PRODUCTION.
WLL ARE 25% OF BREAKING LOAD.
DO NOT USE WITHOUT RIVETING PINS SECURELY.

316 STAINLESS STEEL

316 STAINLESS STEEL

316-NM STAINLESS STEEL

“C” CONNECT LINK ITEM A B C WLL WT
(size) (lb) (lb)

S0165-0005 3/16" 0.31" 0.75" 160 0.03
S0165-0006 1/4" 0.37" 0.87" 300 0.04
S0165-0008 5/16" 0.43" 1.25" 400 0.09
S0165-0010 3/8" 0.56" 1.50" 500 0.18
S0165-0013 1/2" 0.75" 2.00" 700 0.38
S0165-0016 5/8" 0.87" 2.50" 1,200 0.70
S0165-0020 3/4" 1.12" 3.00" 2,000 1.10

NOTE:
QUICK CONNECT AND DISCONNECT ARE ACHIEVED
BY TURNING LINKS 90 DEGREES TO EACH OTHER.
SOLD INDIVIDUALLY.

316 STAINLESS STEEL
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ITEM SIZE A B C D WT
(lb)

S0100-0007 1/4" 0.28" 1.61" 1.11" 0.31" 0.05
S0100-0008 5/16" 0.31" 1.87" 1.22" 0.34" 0.08
S0100-0010 3/8" 0.40" 2.12" 1.38" 0.46" 0.14
S0100-0013 1/2" 0.50" 2.71" 1.71" 0.50" 0.27

NOTE:
DESIGNED FOR LINKING COMPONENTS  WITH
MATCHING PIN DIAMETERS. EASILY CONNECT JAWS,
SHACKLES, TOGGLES, YOKE ENDS, ETC. THIS
UNIVERSAL LINK IS A SIMPLE, YET VERSATILE
RIGGING SOLUTION.

UNIVERSAL LINK
316 STAINLESS STEEL
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