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®® NEW TIE-DOWN 
RING SERIES 

Introducing Suncor Stainless’ 
New Tie-Down Ring Series
Engineered for strength, designed for versatility, and built to last.

When securement matters, every detail counts. Suncor’s new expansive tie-down ring series 
delivers dependable performance in the toughest environments—from construction, trailers,

and cargo transport to marine and industrial applications.

PERFECT FOR:

✓ Cargo
& Freight

✓ Industrial
& Aerospace

✓ Trailers

✓ Boats & Docks

✓ Use With Tie-Down
Straps

304 STAINLESS 
STEEL

WIDE 
RANGE OF 
WLL LIMITS

100 lb - 3,500 lb

SPACE-SAVING DESIGN
FOLDS FLUSH WHEN 

NOT IN USE

MULTIPLE MOUNTING
OFFERINGS: 

BOLT-ON, RECESSED 
OR SURFACE

THREE RING 
TYPE OPTIONS

BACKING 
PLATES 

AVAILABLE 
 FOR 2, 3 & 4 HOLE 

VARIETIES 

ANTI-RATTLE PAD 
INCLUDED WITH 

2, 3 & 4 HOLE 
VARIETIES (1/4”+)

Scan to explore  
the full series.

ENGINEERED 
FOR HEAVY 

LOADS
1/2/3/4 HOLE 

BASE OPTIONS
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TIE-DOWN RING SERIES

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-D SERIES:  
1/8” through 1/2”

D RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-T SERIES:  
1/8” through 1/2”

TRIANGLE RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-R SERIES:  
1/8” through 1/2”

RECTANGLE RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE. LARGER SIZES SUPPLIED  
WITH ANTI-RATTLE PAD FOR SMOOTH OPERATION. MOUNT USING  
LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING.  
USE WITH S3727-UB SERIES 2 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-D SERIES:  
1/8” through 1/2”

D RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE. LARGER SIZES SUPPLIED  
WITH ANTI-RATTLE PAD FOR SMOOTH OPERATION. MOUNT USING LOCK 
WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING. USE WITH  
S3728-UB SERIES 3 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3728-T SERIES:  
1/4” through 1/2”

TRIANGLE RING TIE-DOWN, (3H)

WELDED RING WITH STAMPED BASE. NEVER EXCEED WORKING LOAD  
LIMIT. MOUNT USING LOCK WASHER & NUT OR WASHER & LOCKNUT  
FOR MOUNTING. USE WITH S3729-UB SERIES BACKING PLATE.  
AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3729-D SERIES:  
1/4” through 3/8”

DOUBLE D RING TIE-DOWN, (4H)

WELDED RING WITH STAMPED BASE. LARGER SIZES SUPPLIED  
WITH ANTI-RATTLE PAD FOR SMOOTH OPERATION. MOUNT USING  
LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING.  
USE WITH S3728-UB SERIES 3 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3728-R SERIES:  
1/4” through 1/2”

RECTANGLE RING TIE-DOWN, (3H)

WELDED RING WITH STAMPED BASE. LARGER SIZES SUPPLIED  
WITH ANTI-RATTLE PAD FOR SMOOTH OPERATION. MOUNT USING  
LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING.  
USE WITH S3727-UB SERIES 2 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-T SERIES:  
1/8” through 1/2”

TRIANGLE RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE. LARGER SIZES SUPPLIED  
WITH ANTI-RATTLE PAD FOR SMOOTH OPERATION. MOUNT USING  
LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING.  
USE WITH S3727-UB SERIES 2 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-R SERIES:  
1/8” through 1/2”

RECTANGLE RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE. LARGER SIZES SUPPLIED  
WITH ANTI-RATTLE PAD FOR SMOOTH OPERATION. MOUNT USING  
LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING.  
USE WITH S3728-UB SERIES 3 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3728-D SERIES:  
1/4” through 1/2”

D RING TIE-DOWN, (3H)
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The Industry’s Largest Selection of Tie-Down Rings.

WELDED RING WITH STAMPED BASE. NEVER EXCEED WORKING LOAD  
LIMIT. MOUNT USING LOCK WASHER & NUT OR WASHER & LOCKNUT  
FOR MOUNTING. USE WITH S3729-UB SERIES BACKING PLATE.  
AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3729-R SERIES:  
1/4” through 3/8”

DOUBLE RECTANGLE RING TIE-DOWN, (4H)

WELDED RING WITH STAMPED BASE. NEVER EXCEED WORKING LOAD  
LIMIT. MOUNT USING LOCK WASHER & NUT OR WASHER & LOCKNUT  
FOR MOUNTING. USE WITH S3729-UB SERIES BACKING PLATE. 
AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3729-T SERIES:  
1/4” through 3/8”

DOUBLE TRIANGLE RING TIE-DOWN, (4H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-D02 SERIES:  
3/16” through 5/16”
	 	

SURFACE MOUNT D RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-R02 SERIES:  
3/16” through 5/16”
	 	

SURFACE MOUNT RECTANGLE RING  
TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-T02 SERIES:  
3/16” through 5/16”
	 	

SURFACE MOUNT TRIANGLE RING  
TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  
PAD FOR SMOOTH OPERATION. MOUNT USING 

LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING. USE WITH 
S3728-UB SERIES 3 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3728-R02 SERIES:  
1/4” through 3/8”	  

SURFACE MOUNT RECTANGLE RING  
TIE-DOWN, (3H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  

PAD FOR SMOOTH OPERATION. MOUNT USING LOCK WASHER & NUT OR 
WASHER & LOCKNUT FOR MOUNTING. USE WITH S3727-UB SERIES 2 HOLE 
BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-D02 SERIES:  
3/16” through 5/16”
	 	

SURFACE MOUNT D RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  
PAD. MOUNT USING LOCK WASHER & NUT OR 

WASHER & LOCKNUT FOR MOUNTING. USE WITH S3727-UB SERIES 2 HOLE 
BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-T02 SERIES:  
3/16” through 5/16”
	 	

SURFACE MOUNT TRIANGLE RING   
TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  
PAD FOR SMOOTH OPERATION. MOUNT USING 

LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING. USE WITH 
S3727-UB SERIES 2 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-R02 SERIES:  
3/16” through 5/16”
	 	

SURFACE MOUNT RECTANGLE RING   
TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  

PAD FOR SMOOTH OPERATION. MOUNT USING LOCK WASHER & NUT OR 
WASHER & LOCKNUT FOR MOUNTING. USE WITH S3728-UB SERIES 3 HOLE 
BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3728-D02 SERIES:  
1/4” through 3/8”
	

SURFACE MOUNT D RING TIE-DOWN, (3H)
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TIE-DOWN RING SERIES

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  
PAD FOR SMOOTH OPERATION. MOUNT USING 

LOCK WASHER & NUT OR WASHER & LOCKNUT FOR MOUNTING.  
USE WITH S3728-UB SERIES 3 HOLE BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3728-T02 SERIES:  
1/4” through 3/8”
	 	

SURFACE MOUNT TRIANGLE RING  
TIE-DOWN, (3H)

WELDED RING WITH STAMPED BODY. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-D03 SERIES:  
3/16” through 5/16”
	 	

RECESSED D RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  

PAD FOR SMOOTH OPERATION. MOUNT USING LOCK WASHER & NUT OR 
WASHER & LOCKNUT FOR MOUNTING. USE WITH S3727-UB SERIES 2 HOLE 
BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-D03 SERIES:  
3/16” through 5/16”
	

RECESSED D RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-T03 SERIES:  
3/16” through 5/16”
	 	

RECESSED TRIANGLE RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE. MOUNT USING LOCK WASHER & NUT 
OR WASHER & LOCKNUT FOR MOUNTING. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3726-R03 SERIES:  
3/16” through 5/16”
	 	

RECESSED RECTANGLE RING TIE-DOWN, (1H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  

PAD FOR SMOOTH OPERATION. MOUNT USING LOCK WASHER & NUT OR 
WASHER & LOCKNUT FOR MOUNTING. USE WITH S3727-UB SERIES 2 HOLE 
BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-R03 SERIES:  
3/16” through 5/16”
	

RECESSED RECTANGLE RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE.  
LARGER SIZES SUPPLIED WITH ANTI-RATTLE  

PAD FOR SMOOTH OPERATION.MOUNT USING LOCK WASHER & NUT OR 
WASHER & LOCKNUT FOR MOUNTING. USE WITH S3727-UB SERIES 2 HOLE 
BACKING PLATE. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3727-T03 SERIES:  
3/16” through 5/16”
	

RECESSED TRIANGLE RING TIE-DOWN, (2H)

WELDED RING WITH STAMPED BASE.  
STAMPED PAN. NEVER EXCEED WORKING 
LOAD LIMIT. MOUNT USING LOCK WASHER & 

NUT OR WASHER & LOCKNUT FOR MOUNTING. USE WITH S3729-UB SERIES 
BACKING PLATE & LOCK NUTS. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3729-D02 SERIES:  
1/4” through 3/8”	  

SURFACE MOUNT DOUBLE D RING 
TIE-DOWN, (4H)

WELDED RING WITH STAMPED BASE. STAMPED 
PAN. NEVER EXCEED WORKING LOAD LIMIT. 
MOUNT USING LOCK WASHER & NUT OR WASHER 

& LOCKNUT FOR MOUNTING. USE WITH S3729-UB SERIES BACKING PLATE  
& LOCK NUTS. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3729-T02 SERIES:  
1/4” through 3/8”	  

SURFACE MOUNT TRIANGLE RING 
TIE-DOWN, (4H)

WELDED RING WITH STAMPED BASE.  
STAMPED PAN. NEVER EXCEED WORKING 
LOAD LIMIT. MOUNT USING LOCK WASHER & 

NUT OR WASHER & LOCKNUT FOR MOUNTING. USE WITH S3729-UB SERIES 
BACKING PLATE & LOCK NUTS. AVOID SHOCK LOADS! 

304 STAINLESS STEEL
S3729-R02 SERIES:  
1/4” through 3/8”
	 	

SURFACE MOUNT RECTANGLE RING 
TIE-DOWN, (4H)


